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Abstract 
Multispectral images including red and near-infrared bands have proved their efficiency for 
vegetation-soil discrimination and agricultural monitoring in remote sensing applications. But 
they remain rarely used in ground and UAV imagery, due to a limited availability of adequate 
2D imaging devices. In this paper, we propose and evaluate an original solution to obtain 
simultaneously the near-infrared and red bands from a standard RGB camera, after having 
removed the near-infrared blocking filter inside. First, the theoretical approach is described, 
as well as simulated results on a set of soil and vegetation luminance spectra with two 
different still cameras (Canon 500D and Sigma SD14). Then examples of images obtained in 
real field conditions are given, and compared with standard colour image acquisition for 
pixel-based plant/soil discrimination, using an automatic thresholding method. It appears that 
in most cases our new acquisition procedure brings a significative improvement, opening 
new opportunities for crop monitoring applications. 
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1. Introduction 
The Normalized Difference Vegetation Index, or NDVI, introduced in the early seventies by 
Rouse et al (1973), remains today a very popular tool in the remote sensing community 
dealing with agricultural monitoring.  This is mainly due to its remarkable ability to 
discriminate vegetation from other material in multispectral satellite images.  
Green vegetation is characterized by a high reflectance in the near-infrared domain (typically 
50 to 80%), which contrasts with a very low reflectance in the red wavelengths, due to 
chlorophyll absorption. Let us call  R and NIR the digital counts obtained through the red and 
the near infrared bands of a multispectral sensor. The NDVI, expressed as: 
NDVI = (NIR-R)/(NIR+R)       (1) 
is a scalar value in the range [-1, 1]. The higher is this value, the higher is the probability that 
it corresponds to green vegetation. By extension, numerous attempts have be made to 
directly link NDVI or other derived indexes based on R and NIR to  agronomical indices such 
as biomass and LAI or Leaf Area Index (Jindong et al, 2007).  
The popularity of NDVI in remote sensing has been widely supported by the availability of R 
and NIR channels on most satellite line-scanning sensors (Landsat, SPOT, etc.). 
Unfortunately, it is not the case for crop monitoring applications at a lower spatial scale: most 
vision systems embedded on ground vehicles or UAV (Unmanned Aerial Vehicle), which 
require 2D sensors, are based on standard colour cameras, leading to robustness issues in 
vegetation detection. 
To face this situation, some camera end users requiring a near infrared channel have 
developed alternative solutions around standard RGB cameras, taking benefit of an 
“undesirable” property of their silicium sensing array: because the colour filters in the Bayer 
matrix have a filtering action limited to the visible domain, the camera manufacturers are 
constrained to add a near-infrared blocking filter to match natural colorimetry requirements. 
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By removing this additional filter, we obtain a “modified” camera sensitive to near infrared 
wavelengths. A first possibility to get separate R and NIR bands is thus to use 
simultaneously a standard and a modified colour camera, the second one being equipped 
with a near infrared pass-band filter. However, important issues arise concerning the pixel 
alignment of the two images obtained (Lebourgeois et al, 2008). 
Another interesting approach is to use a single modified camera, and to recover the red and 
near infrared bands as specific linear combinations of the three raw channels, provided an 
adequate filter is settled in front of the camera lens. The theoretical base of this approach 
has been detailed by Rabatel et al (2011). In the present paper, we will just recall its main 
results, and then emphasize on the results obtained in real field conditions. 
For this purpose, various aerial images of field crop have been acquired, using both modified 
and standard still cameras, and their ability to discriminate between soil and crop have been 
compared. 
2. Material and methods 
2.1. Red and near infrared recovering from a single camera
Let us consider a three-channels camera, where the channels are characterized by their 
respective spectral sensitivities c1(), c2(), c3(), and a virtual channel sensitivity s()
expressed as their linear combination :  s() = a1.c1() + a2.c2() + a3.c3().  s() can be 
easily simulated from the camera, the digital count for a given pixel being equal to: 
S = a1.C1 + a2.C2 + a3.C3          (2) 
where C1, C2, C3 are the raw digital counts for this pixel In that sense, c1(), c2(), c3() build 
a 3D subspace of the general spectral space (with infinite dimension). Every possible 
simulated sensitivities are contained in this 3D subspace. 
Now let us consider a desired virtual sensitivity v() (i.e. near infrared band). In the general 
case, v() will not be included in the subspace generated by (c1(), c2(), c3()), and the best 
approximation will be its projection P(v) on this subspace (Fig. 1). 
(c1,c2,c3)subspace
v
P(v)
FIGURE 1: Approximation of a desired spectral sensitivity by projection 
The quality of the approximation can be evaluated by the angle between the vectors v and 
P(v), known in spectrometry as Spectral Angle Mapper or SAM (Yuhas et al, 1992). 
Obviously, a standard RGB camera will allow recovering properly the red band (it has been 
designed for it) but not a near-infrared one, because the corresponding wavelengths (or 
dimensions) have been removed. What about a modified camera with no blocking filter ? 
The approach involved here consists in searching for the best possible approximation for 
both red and near infrared bands, using an additional filter in order to modify the c1(), c2(), 
c3() sensitivities, and thus the 3D projection sub-space. For technical reasons, only low-
pass filters (cutting the short wavelengths) have been considered.  
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This study has been led with two high-level SLR (Single lens Reflex) cameras: Canon 500D 
(Canon, Tokyo, Japan) and Sigma SD14 (Sigma, Kawasaki, Japan), this last one having the 
particularity of being built around a 3-layered CCD sensor, instead of using a traditional 
matrix of microfilters. For both cameras, the near infrared blocking filter has been removed, 
and the resulting sensitivity curves c1(), c2(), c3() have been measured in laboratory using 
the tunable monochromatic light source of a laboratory spectrometer (V-570, Jasco Inc, 
Easton, USA).  Projections of standard Landsat red and near infrared bands have then been 
simulated for various low-pass filter cutting wavelengths using Matlab 7 (The MathWorks, 
Natick, MA, USA). For each cutting wavelength, the quality of the projections Q has been 
computed as the sum of SAM (in radian units): 
Q =  SAMR + SAMNIR = SAM(r(), P(r())) +  SAM(nir(), P(nir()))     (3) 
where r() and nir() are respectively the targeted red and near infrared sensitivities. 
 Finally, NDVI values have been computed for a set of vegetation and soil luminance spectra, 
and compared with NDVI issued from standard red and near infrared bands. These spectra 
were issued from hyperspectral images of wheat durum acquired in experimental  fields 
(INRA, Domaine de Melgueil, France) in march 2011, using a Hyspex VNIR-1600 camera 
(Norsk Elektro Optikk, Norway). 
2.2. Field crop image acquisition
According to results of the study above, various aerial images have been acquired using 
modified cameras (no infrared blocking filter) equipped with a Rot R8 (25 A) glass filter 
(Hama GmbH & Co, Monheim, Germany) in front of the lens. Depending on their availability, 
either a Canon 500D or a Canon 350D was used. Images were acquired by a private 
company (AvionJaune, Montferrier, France) using planes or Unmanned Aerial Vehicles 
(UAV), depending on the flight altitude. 
For comparison purpose, the same aerial scenes have also been acquired using standard 
RGB cameras. In order to illustrate the plant/soil discrimination ability in both cases, the 
following procedure has been followed: 
- for images acquired with the modified cameras, NDVI values have been computed 
using the R and NIR digital counts obtained from the procedure described in 2.1.   
- for standard RGB images, the Excessive Green Index EGI = 2G-R-B as well as its 
normalized version NEG = EGI/(R+V+B) (Woebbecke et al, 1995) have been 
computed.
- NDVI, EGI and NEG images have then been computed by scaling the corresponding 
index values in the range 0-255, and thresholded according to their grey level 
histogram. For this purpose, we used the Otsu method (Otsu, 1979), which minimises 
the ratio between inter-class inertia and total inertia for the two classes issued from 
thresholding. This ratio, known as Wilk’s lambda (w) in multivariate analysis, gives 
an indication on the thresholding quality and robustness. 
In the following examples, NEG results will not be presented, because their w values 
were always lower than those obtained with EGI. 
3. Results and discussion 
3.1. Red and near infrared band projections
Fig. 2 shows the quality Q, as expressed in equation (3), of red and near infrared band 
projections for Canon 500D and Sigma SD14 cameras when varying the long-pass filter 
cutting wavelength. 
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FIGURE 2:  Red and near-infrared projection quality (in radians) as a function of the cutting 
wavelength
It appears that in both cases, the optimal projection is obtained for a cutting wavelength of 
about 600 nm, which corresponds to a red low pass filter. However, the best result is 
obtained with the Canon camera. For this reason, further studies will be limited to this type of 
camera, equipped with a photographic filter Hama Rot R8 (25 A), cutting wavelengths below 
600 nm. The corresponding red and near-infrared projections are expressed as: 
P(r()) = 0.0968* c1()  - 0.1722* c2()  + 0.0842* c3()    (4) 
P(nir()) =  -0.0455* c1()   + 0.0010* c2()   + 0.2605* c3()     (5) 
Fig. 3 shows the shape of these projections, as well as the corresponding NDVI values 
computed on our set of plant and soil spectra. 
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FIGURE 3:  left: red and near-infrared projections P(r()) and P(nir()) using the Rot R8 filter 
(in dot lines: targeted sensitivities r() and nir()). right: NDVI values computed with r(), 
nir() (abscissa) and P(r()),P(nir()) (ordinate) on a set of soil and plant spectra  
3.2. Field crop image acquisition
Fig.4 illustrates the various stages of NDVI computation using a single modified Canon 350D 
camera, as well as standard color acquisition for comparison. Images have been acquired in 
March 2012 on a wheat parcel (INRA, Mauguio, France) through two separate UAV flights. 
The flight altitude was about 30 m, and the spatial resolution was 1 cm. Only image portions 
are represented here. 
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FIGURE 4: Details of image acquisition and NDVI computation on a wheat parcel 
a: color image; b: EGI thresholding (w=0.7054); c,d,e : raw channels C1, C2, C3 of the 
modified camera; f,g: R and NIR bands issued from C1,C2,C3; h: NDVI obtained from R and 
NIR; i: NDVI thresholding (w=0.8050) ( bare soil zone: moisture sensor implementations) 
The better quality of NDVI thresholding compared to EGI thresholding is confirmed by the 
Wilks lambda values (resp 0.80 and 0.70). Also, we can notice that equations (5) and (6), 
determined from Canon 500D characteristics, are still usable with the Canon 350 D. 
a b  c 
d  e  f 
FIGURE 5: EGI and NDVI computation on a vine parcel 
a,b: color image (full scale and detail); c,d: EGI computing and thresholding (w=0.7333); 
e,f : modified camera NDVI computing and thresholding (w = 0.70)  
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Fig.5 shows a particular case including various types of vegetation. The corresponding 
images (standard and modified Canon 500D cameras, one flight for each) have been 
acquired in a vineyard area (Camargue, south of France) in September 2011, with a flight 
altitude of 1000 m and a 50 mm lens (spatial resolution ~ 10 cm). 
According to images and Wilks lambda values, the EG index gives a better thresholding 
result. However, only the trees are discriminated from the soil. The vine rows (dark green) 
are not detected. In that sense, NDVI is more robust for plant detection. 
4. Conclusion 
We have shown in this paper that NIR and R bands can be issued from a single standard 
digital RGB still camera, by replacing the internal near-infrared blocking filter by an off-the-
shelf low-pass filter set in front of the lens. Though the resulting red and near-infrared 
sensitivities do not match exactly the standard curves r() and nir(), they provide 
satisfactory NDVI values for plant and soil, and thus bring more robustness in plant-soil 
discrimination, compared to standard color images. 
These results are particularly interesting for in-field or low altitude imaging applications, 
which are presently mainly limited to standard color acquisition devices. In that sense, they 
open new possibilities in terms of high-resolution imaging for crop monitoring.  
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